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§28.380

§28.380 General structural fire protec-
tion.

(a) Fire hazards to be minimized. Each
vessel must be constructed so as to
minimize fire hazards insofar as is rea-
sonable and practicable.

(b) Combustibles insulated from heated
surfaces. An internal combustion en-
gine exhaust, galley uptake, electrical
heating tape, or similar source of igni-
tion must be kept clear of and suitably
insulated from combustible material. A
dry exhaust system for an internal
combustion engine on a wooden or fiber
reinforced plastic vessel must be in-
stalled in accordance with ABYC P-1.

(c) Separation of machinery and fuel
tank spaces from accommodation spaces.
(1) Each accommodation space must be
separated from machinery and fuel
tank spaces by a fire resistant bound-
ary which will prevent the passage of
vapors.

(2) Each pipe and cable penetration
between an accommodation space and a
machinery or a fuel tank storage space
must be sealed.

(d) Paint and flammable liquid lockers.
Each vessel carrying paint and flam-
mable liquids must be equipped with a
steel or a steel lined storage locker.

(e) Insulation. Except as provided in
paragraphs (e)(1) and (e)(2) of this sec-
tion, insulation must be noncombus-
tible.

(1) In machinery spaces, combustible
insulation may be used for pipe and
machinery lagging.

(2) In cargo spaces and refrigerated
compartments of service spaces, com-
bustible insulation may be used.

(f) Vapor barrier. Where insulation of
any type is used in spaces where flam-
mable and combustible liquids or va-
pors are present, e.g., machinery spaces
and paint lockers, a vapor barrier
which covers the insulation must be
provided.

(g) Paint. Nitrocellulose or other
highly flammable or noxious fume pro-
ducing paints or lacquers must not be
used on the vessel.

(h) Mattresses. Polyurethane foam
mattresses are prohibited.

NoTE: The U.S. Department of Commerce
Standard for Mattress Flammability (FF4-
72.16) in 16 CFR part 1632, subpart A, applies
to each mattress.
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(i) Fiber reinforced plastic. When the
hull, a deck, deckhouse, or super-
structure of a vessel is partially or
completely constructed of fiber rein-
forced plastic, the resin used must be
fire retardant.

(j) Cooking areas. Vertical or hori-
zontal surfaces within 0.9144 meters (3
feet) of cooking appliances must be
composed of noncombustible material
or covered by noncombustible mate-
rial. Curtains, draperies, or free hang-
ing fabrics are not permitted within
0.9144 meters (3 feet) of cooking appli-
ances.

[CGD 88-079, 56 FR 40393, Aug. 14, 1991; 56 FR
49822, Oct. 1, 1991, as amended by CGD 96-046,
61 FR 57275, Nov. 5, 1996; CGD 95-028, 62 FR
51197, Sept. 30, 1997]

§28.385 Structural fire protection for
vessels that operate with more than
49 individuals on board.

(a) Applicability. Each vessel that op-
erates with more than 49 individuals on
board must comply with the require-
ments of this section in addition to the
requirements of §28.380.

(b) Construction. The hull, structural
bulkheads, columns and stanchions
must be composed of steel. Super-
structures and deckhouses must be
constructed of noncombustible mate-
rial.

(c) Protection of accommodation spaces.
A bulkhead or deck separating an ac-
commodation space from a control sta-
tion, machinery space, cargo space, or
service space must be constructed of
noncombustible material.

[CGD 88-079, 56 FR 40393, Aug. 14, 1991; 56 FR
49822, Oct. 1, 1991]

§28.390 Means of escape.

(a) Each space which is used by an in-
dividual on a regular basis or which is
generally accessible to an individual
must have at least two widely sepa-
rated means of escape. At least one of
the means of escape must be inde-
pendent of watertight doors. Subject to
the restrictions of this section, means
of escape include normal exits and
emergency exits, passageways, stair-
ways, ladders, deck scuttles, and win-
dows.

(b) At least one of the means of es-
cape from each space must provide a
satisfactory route to weather.
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